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PART 1: GENERAL  
 
1.01 Requirements:  

 
A. Provide zone valves on each floor easily accessible for maintenance personnel for isolation and                              
   testing.  

   
B. Provide protective bollards for gas meter installations  
 

PART 2 PRODUCTS  
 
2.01 Pipe and pipe fittings:  
 

 
A. Unless otherwise specifically required, all steel pipe provided for gas piping systems shall be 

provided with plain ends and assembled with weld fittings on all pipe larger than 2". All pipe 2” and 
smaller shall be threaded. No pipe smaller than 3/4", except as detailed for laboratory furniture, shall 
be used. From the emergency shutoff valve to the outlets, the pipe shall be assembled with threaded 
fittings provided all joints are exposed or within the confines of the laboratory furniture.  

 
2.02 Valves:  

A. Gas Cocks 2” and smaller shall be AGA approved 150 PSI non-shock WOG, bronze straightway 
cock, flat or square head with threaded ends.  

 
B. Gas cocks 2-1/2” and larger shall be AGA approved 125 PSI non-shock WOG, iron body bronze 

mounted, straightway cock, square head with flanged ends.  
 
C. Control station shall be pushbutton station mounted in 2-gang box, one normally open key operated 

contract, and one normally closed pushbutton operated co
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2.05  UNDERGROUND PIPING 

 A. All underground piping shall be fusion welded HDPE.  
TRACER WIRE IS REQUIRED FOR ALL UNDERGROUND PIPING 

 
PART 3 EXECUTION  
 
3.01 TESTING:  

A. Natural gas piping shall be tested in accordance with International Fuel Gas Code requirements.  
 
B. SHSU REQUIRES A 4 HOUR TEST WITH A CERTIFIED DIAPHRAGM GAUGE. LOW 

PRESSURE = 7


