
A.  This standard provides general guidance concerning the specific preferences of Sam 

Houston State University for fine shop fabricated woodwork, requiring expert craftsmanship 

and joinery.  

B.  SHSU recognizes that project conditions and requirements vary, thus precluding the 

a b s o l u t e  a d h e r e n c e  t o  t h e  i t e m s  i d e n t i f i e d  h e r e i n  i n  a l l  c a s e s .  H o w e v e r ,  u n l e s s  t h e r e  i s  

a d e q u a t e  w r i t t e n  j u s t i f i c a t i o n ,  i t  i s  e x p e c t e d  t h a t  t h e s e  g u i d e l i n e s  w i l l  g o v e r n  t h e  design 

and specifications for SHSU projects.  

1.02 Reference Standards  

A.  Refer to AWI “Premium” grade.  

1.03 Quality Control  

A.  Types of wood in specific areas: In remodeling work, match existing. For new 

construction where there is no existing to ma tch, use AWI “Premium” grade as the 

guideline.  

B.  
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D.  Cabinet hardware –Hidden: Review proposals with SHSU Project Representative.  

E.  Pre-finished woodwork/In-field finish: Provide pre-finished woodwork where possible. 
Where in-field finish must be performed, coordinate environmental concerns, ventilation 
requirements, shutdowns, etc. with SHSU Office of Environmental Health and Safety.  

F.  Delivery of woodwork to project: Any area where woodwork is to be installed shall have been 
satisfactorily conditioned for temperature and humidity control prior to introducing woodwork 
into the space.  

 
PART 2: PRODUCTS – NOT USED  

PART 3: EXECUTION – NOT USED  

END OF STANDARD 06402  
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